SPECIFICATION
LK9813-4D-UJF7
8.0mm Round Super Bright LED Lamp Hyper Red
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Description Part No
8.0mm Round Super Bright LED LK9813-4D-UJF7
Lamp Hyper Red
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Description
Part No. LED Chip

LK9813-4D-UJF7

Material Emitting Colour

AlGalnP/Si Hyper Red Water Clear

Notes
1. Alldimensions are in mm.
2. Tolerance is + 0.25mm unless otherwise noted.
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Description Part No
8.0mm Round Super Bright LED LK9813-4D-UJF7
Lamp Hyper Red
Absolute Maximum Ratings at Ta=25°C
Parameter Symbol ‘ Rating ‘ Unit
Power Dissipation Pd 78 mw
Reverse Voltage Vr 5 v
D.C. Forward Current If 30 mA
Peak Current (1/10 Duty Cycle, 0.1ms Pulse Width) If (Peak) 100 mA
Operating Temperature Range Topr. -25to +85 °C
Storage Temperature Range Tstg. -40 to +100 °C
. Dip Soldering : 260°C for 5 sec.
Soldering Temperature (1.6mm from body) Tsol. Hand Soldering : 350°C for 3 sec.
Typical Electrical and Optical Characteristics:
Parameter Symbol | Condition | Value | Unit
Luminous Intensity Iv [f=20mA 2000 mcd
Forward Voltage vf [f=20mA 2.1 v
Peak Wavelength Ap 632
- [f=20mA nm
Dominant Wavelength Ap 625
Reverse (Leakage) Current Ir Vr=5V 100 pA
Viewing Angle 20 [f=20mA 25 deg
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